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Bearbeitung | Machining
Bund aufliegend | On the surface

Bund flächenbündig | Flush with the surface

Abdeckkappen flächenbündig | Flush cover cap

HPL Bund aufliegend | HPL on the surface

Cabineo 8: X = 8 mm
Schwarze Schraube | black screw

Cabineo 12: X = 12 mm
Vernickelte Schraube | nickel-plated screw

Cabineo 8 M6: X = 8 mm
Gelb verzinkte Schraube, Metrisches 
ISO-Gewinde DIN 13-1 | Yellow galvanised 
screw, Metric ISO thread DIN 13-1

Cabineo 8: X = 8 mm
Schwarze Schraube | black screw

Cabineo 12: X = 12 mm
Vernickelte Schraube | nickel-plated screw

Cabineo 8 M6: X = 8 mm
Gelb verzinkte Schraube, Metrisches 
ISO-Gewinde DIN 13-1 |  Yellow galvanised 
screw, Metric ISO thread DIN 13-1

Cabineo 8: X = 8 mm
Schwarze Schraube | black screw

Cabineo 12: X = 12 mm
Vernickelte Schraube | nickel-plated screw

Cabineo 8 M6: X = 8 mm
Gelb verzinkte Schraube, Metrisches 
ISO-Gewinde DIN 13-1 | Yellow galvanised 
screw, Metric ISO thread DIN 13-1

Cabineo 8 M6: X = 8 mm
Gelb verzinkte Schraube, Metrisches 
ISO-Gewinde DIN 13-1 | Yellow galvanised 
screw, Metric ISO thread DIN 13-1

Variante | Option 1: 
Bohrer Ø 15 mm | Drill Ø 15 mm

Variante | Option 1: 
Bohrer Ø 15 mm | Drill Ø 15 mm

Variante | Option 1: 
Bohrer Ø 15 mm | Drill Ø 15 mm

Variante | Option 1: 
Bohrer Ø 15 mm | Drill Ø 15 mm

Variante | Option 2: 
Fräser ≥ Ø 10 mm | Cutter ≥ Ø 10 mm

Variante | Option 2: 
Fräser ≥ Ø 10 mm | Cutter ≥ Ø 10 mm

Variante | Option 2: 
Fräser ≥ Ø 10 mm | Cutter ≥ Ø 10 mm

Variante | Option 2: 
Fräser ≥ Ø 10 mm | Cutter ≥ Ø 10 mm

Variante | Option 3: 
Fräser Ø 12 mm | Cutter Ø 12 mm

Variante | Option 3: 
Fräser Ø 12 mm | Cutter Ø 12 mm

Variante | Option 3: 
Fräser Ø 12 mm | Cutter Ø 12 mm

Variante | Option 3: 
Fräser Ø 12 mm | Cutter Ø 12 mm
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 F3 Scherfestigkeit | Shear strength = -13 %

 F3 Scherfestigkeit | Shear strength = -13 %

 F3 Scherfestigkeit | Shear strength = -13 %

 F3 Scherfestigkeit | Shear strength = -13 %

5B. 6. 7.

4A. 4B. 5A.

1. 2. 3.

Tips  tricks

How it works:

Download CAD data from the Lamello website

Alternative for load-bearing shelves: Insert 

Cabineo screw

If shelf supports are inserted, the shelf can now be 

pressed into the inserted shelf supports from 

above

Insert shelf support into the boreholes to allow 

adjustment of the shelf without tools

Insert cover cap if required The inclined shelf is now secured against slipping 

or lifting off

For applications with screws, the shelf is also laid 

into place. In addition, the pre-installed screws are 

tightened

Machine or drill the connector on the CNC machine

Do you have any furniture applications  
where shelves need to be flexibly adjustable 
and yet secured to prevent them from being 
pulled out? Ideally without an additional  
row of holes in front of the front edge in 
inclined shelves, such as shoe or wine racks?
The open housing of the Cabineo X makes 
this possible!

Installing inclined shelves  
with Cabineo X

Position and press in the connector


